
 

 

 

 

 

 

 

 

Whale Bay Cascades Phase 1A 

 
 

12 SEAFRONT ERVEN FOR SALE NOW 
 

Keeping the possible effects of global warming in consideration, the seafront ground level was raised by 1,25 to 

1,5 metre relative to the neighbouring properties and construction was started on the ñfirst of its kind in South 

Africaò Sea Erosion Protection seafront rock wall made out of huge boulders varying between 0.5 and 4 ton in 

size to secure the development frontage as best possible against any unexpected storms.  

 

Concrete pillars bedded directly into the rock-bed as well as walling structures on top of the structural beams 

that are to carry the overhanging front sundecks of the first two erven have been constructed and the overhang 

sundecks of the first two properties have been completed. 

  

Services installation for the 12 seafront properties (the last remaining ñon the rocksò seafront properties in 

Hermanus proper) has been completed and various erven have since completion been submitted to Council for 

clearance evaluation. Transfer of the first erf has been concluded and others are soon to follow. 

 

The installed services include normal items such as sewage, electricity and water but special provisions have 

been made for items such as: 

¶ Fiber optic to each villa which will facilitate connectivity to the Internet, television, intercom, 

security network, etc.   

¶ Gas connectivity has been catered for in addition to the electricity supply keeping the high risk 

of electrical failures in mind. 

¶ Individual fire-hose connections to the seafront side of each villa have been catered for in 

addition to the two fire hydrants that have been catered for on the street frontage.  

¶ Three-phase electricity connection as opposed to the standard single-phase provisions 

 

Erven A1, A2 A11 and A12 are reserved for double storey development with the remaining erven being 

reserved for single storey construction.  Erf A12 and A11 are currently the only remaining available double 

storey erven.  All double storey units are designed to accommodate a wheelchair friendly Pneumatic Vacuum 

Elevator. 

 

Contact the Developer at mailto:willem@whalebaycascades.co.za for more information on the PVE if required.  
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Site layout 
 

Layout of Whale Bay Cascades site with 12 Phase 1A erven highlighted: 

 

 
 

Site Development 
 

Featured below is a view of a section of the 12 erven seafront - services installed and the unsurfaced road in the 

foreground. Road surfaces are only being installed once houses have been constructed. The objective of the 

delayed road surfacing is to retain the quality of the road surfaces: 
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Featured below is part of the 150 meter long, nearly 5 metre tall Sea Erosion Protection wall intended to protect 

the development from any unexpected sea actions: 

 

 
 

 

Featured below is the start of the pillar structure onto which each villaôs overhang deck will rest. Access to the 

villas from the front side of the development becomes virtually impossible. Down-lighters below the decks 

light up the wall feature and increases security: 
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Featured below are two of the Ocean Villasô overhanging sundecks with provisional safety balustrades:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  


